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INSTRUCTIONS OF INSTALLATION AND USE
ATTENTION!
The safety of the device can only be guaranteed on condition that to be
respected the following instructions, both stages of installation and use
therefore it is highly recommended to keep them.
WARNING:
To carry out the installation, and whenever an operation in the device is carried
out, make sure of having disconnected the electric power.
The device cannot be in any case modified or forced, any modification might
jeopardize the safety system making it dangerous. FLOS declines any
responsibility on modified products.
The device has been designed for inside.

Luminaires intended for direct assembly on surfaces that are normally
flammable.
TECHNICAL DATA

2 The symbol shown on the device indicates that the product must be
eliminated differently from the rest of the urban waste.
CLEANING INSTRUCTIONS
Use only a soft cloth to clean the appliance, dampened with water ans soap or
mild cleanser if needed for resistant dirt.
Warning: do not use alcohol or other solvents.

INSTRUCCIONES DE INSTALACION Y DE USO
jATENCION!

La seguridad del aparato s6lo puede garantizarse con la condicion de que se
respeten las siguientes instrucciones, tanto en la fase de instalacion como de
uso, por lo cual se recomienda conservarlas.
ADVERTENCIA:
Para efectuar la instalacion, y siempre que se efectle alguna operacion en el
aparato, asegurarse de haber cortado la corriente eléctrica.
El aparato no puede ser en ninglin caso modificado o forzado, cualquier
modificacion puede comprometer la seguridad haciéndolo peligroso. FLOS
declina cualquier responsabilidad por los productos modificados.
El aparato ha sido disefiado para el uso interior.
Luminarias previstas para el montaje directo sobre superficies

normalmente inflamables.
DATOS TECNICOS

. El simbolo que aparece en el aparato indica que el producto debe ser
eliminado en modo diferenciado del resto de los desechos urbanos.
INSTRUCCIONES PARA LIMPIAR EL APARATO
Para la limpieza del aparato, utilizar exclusivamente un pafio suave. En caso
de suciedad mas resistente, humedecer el pafio con agua y jabon o un
detergente neutro.
Advertencia: No emplear alcohol ni disolventes.

INSTRUCTIONS D’INSTALLATION ET D’UTILISATION
ATTENTION!

La sécurité de I'appareil n'est garantie que si les instructions suivantes sont
respectées, durant linstallation puis lors de [utilisation; c'est pourquoi il est
recommandé de les conserver.
AVERTISSEMENT:
Pour effectuer l'installation, et chaque fois que I'on intervient sur I'appareil, s'assurer
que le courant électrique a été coupé.
L'appareil ne doit étre ni modifié ni forcé, toute modification pouvant comprometre sa
sécurité et le rendre dangereux. FLOS décline toute responsabilité sur des produits
qui auraient été modifiés.
L'appareil est congu pour étre utilisé a l'intérieur
Luminaires prévus pour étre montés directement sur des superficies

normalement inflammables.
DONNEES TECHNIQUES

E Le symbole qui apparait sur I'appareil indique que le produit doit faire 'objet du
tri sélectif des déchets.
INSTRUCTIONS POUR LE NETTOYAGE
Pour le nettoyage de I'apparell utiliser exclusivement un chiffon doux, humecté
si necessaire, avec de I'eau et du savon ou avec un détergent neutre pour les
salissures les plus tenaces.
Attention: ne pas utiliser d'alcool ou solvents.
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INNER CORNER

FEED PROFILE

CORNER 90°

INTERMEDIATE PROFILE

UNION HOUSING

ENDCAP

LUMINAIRE INSTALLATION

INSTALACION DE LA LUMINARIA / INSTALLAZIONE DELLA LAMPADA /
INSTALLATION DER BELEUCHTUNG / INSTALLATION DU LUMINAIRE /
INSTALACAO DO APARELHO DE ILUMINAGAQ / B8B3 83 8 DR & 481 1+ /
TR0%% | MOHTAX OCBETUTENBHOTO MPUBEOPA
WAM/AJIIBL OPHATY /35,5Y suas S5

WALL/ CEILING

A
X2 &x 1
FEED PROFILE
FEED PROFILE
REF MATERIAL
06.1600.XX Extruded Aluminium AL 6063T5
06.1601.XX Extruded Aluminium AL 6063T5
06.1602.XX Extruded Aluminium AL 6063T5
06.1603.XX Extruded Aluminium AL 6063T5
06.1604.XX Extruded Aluminium AL 6063T5
INTERMEDIATE PROFILE
REF MATERIAL
06.1605.XX Extruded Aluminium AL 6063T5
06.1606.XX Extruded Aluminium AL 6063T5
06.1607.XX Extruded Aluminium AL 6063T5
06.1608.XX Extruded Aluminium AL 6063T5
06.1609.XX Extruded Aluminium AL 6063T5

35

INTERMEDIATE PROFILE

Finishes

Black powder coated
Black powder coated
Black powder coated
Black powder coated
Black powder coated

Finishes

Black powder coated
Black powder coated
Black powder coated
Black powder coated
Black powder coated

m SAFETY SYSTEM
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0-10V DIMMING WIRE DIAGRAM

OUTPUT PINS
TO NEXT TRACK UNIT

LOW VOLTAGE FEED
RED POS (+)
BLACK NEG (-)

REMOTE SPLICE BOX

PUSH WIRE INPUT CONNECTORS Red

RM 2.0 DIM TRACK

[ @ |Blue
e =@~ |Blue

——————
RM 2.0 DIM 3K SPOT

1

MAGNETIC CONNECTION

f N Black

RM 2.0 DIM LIGHT STRIP

0-10V SIGNAL IN
FROM DIMMER
(BY OTHERS)

Grey

ONE DEVICE
REQUIRED PERDRIVER. | "
0-10V DIMMING ONLY.
INSTALL INSIDE

DRIVER SPLICE BOX.

out

20V DAL 0-10V

N

P/N 60.8879

0-10V to DALI
CONVERTER

DALI DIMMING WIRE DIAGRAM

OUTPUT PINS
TO NEXT TRACK UNIT

LOW VOLTAGE FEED
RED POS (+)
BLACK NEG ()

REMOTE SPLICE BOX

Red

PUSH WIRE INPUT CONNECTORS l

RM 2.0 DIM TRACK

8= @~ |Blue

——————
RM 2.0 DIM 3K SPOT

MAGNETIC CONNECTION

[ R e |Blue
t |\ Black

RM 2.0 DIM LIGHT STRIP

DALI SIGNAL IN
FROM INTERFACE

(BY OTHERS)

B ELECTRICAL CONNECTION

1 100-240V~ 50/60Hz
ALIMENTACION / POWER SUPPLY

CONEXION ELECTRICA / CONNESSIONE ELETTRICA / ELEKTRIS-
CHER ANSCHLUSS / CONNEXION ELECTRIQUE / LIGAGAO
ELECTRICA/ D% > 3>/ i ikt | SNEKTPUYECKOE
MOAKIMKOYEHUE / SJIEKTPJIIK BAMJIAHBIC /él_!)@S." S 51l

ALIMENTAZIONE / EINSPEISUNG
ALIMENTATION / ALIMENTACAO
B YL ATAHUE 3Ual jaims
TYTBIHBIJIATBIH KYAT

US VERSION

USE ONLY WITH CLASS 2 POWER SUPPLY
SUITABLE FOR RECESSED USE,MAX 100W

m FEED PROFILE

/\ MAX distance 20ft - 18AWG

24V DC +
24V DC -
GMAX 1,5mm?

Voltage drop max = 0,5V MAX 50 cm

S

@max 1,5 mm?

& ONLY TO DALI CONNECTION

%} ASSEMBLING JOINING

RECOMEND FEED PROFILE CONNECTION

FINAL PROFILE
[ ENDCAP

===

_
L
50 mm
ELECTRICAL END

CUT PROFILE

A Profiles cannot be cut shorter than 62

m ELECTRICAL INTERCONNECTION

50 mm 50 mm 100 mm
ELECTRICAL ELECTRICAL ELECTRICAL
END INTERCONECTION INTERCONECTION

NO CUT PROFILE

CONNECTION BETWEEN PROFILES

100 m
ELECTRICAL CONNECTION

/\ WARNING!

Use a Triple-chip Multipurpose
circular saw blade for metals

CONNECTION TO INTERMEDIATE PROFILE

CUT PROFILE @ FEED PROFILE

| —
| 50 mm
| ELECTRICAL END
| — 1
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CONNECTION TO FEED PROFILE

/\ WARNING

CUT PROFILE @
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