FLOS

03.5332.29A

In-Finity 25 mm
Designed by FLOS Architectural, 2022

1555Im - 3000K - CRI> 90 - Beam® 84

LED profile for linear lighting, only 25 mm wide. Available in surface mounted
versions, with possibility of suspended installation by means of a dedicated kit.

Drivers not included.
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract

or warranty in any way
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Schematic light drawing

Beam Angle:  84°
h(m) E(x) _ D(m)
1 707 179
2 177 3.58
3 79 538
4 44 7.7
5 28 8.96
Luminous flux luminaire
1555 Im
Photometric Electrical
Direct Insulation class I
Asymmetric Fc d voltag 24
CCT (K) 3000 Power supply Remote
CRI> 90 Dimmable No
LED Life / Fallure Ratio L80B10 >50.000h Power supply type Non Dimmable
)7 84
106
Extreme cut off No
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or warranty in any way.
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Accessories & Power Supply

’ ’ N Z
REQUIRED REQUIRED REQUIRED REQUIRED
Power supply Power supply Power supply Accessory
ACCESSORYTYPE1 ACCESSORYTYPE1 ACCESSORYTYPE1 ACCESSORYTYPE2
Remote Power Supply Non Remote Power Supply Non Remote Power Supply Non Endcap for In-Finity 25 mm
Dimmable 24V. 120W. 220/240V Dimmable 24V. 60W. 220/240V Dimmable 24V. 60W. 220/240V
«

OPTIONAL
Accessory

ACCESSORYTYPE2

Suspension Kit for In-Finity 25mm
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