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07.9642.14A9V Black

Light Bell Light Source 0-10V Dimmable
Designed by Piero Lissoni, 2016

49.5W - 2733lm - 3000K - CRI> 90 - Beam° 77

Suspended luminaire for mounting on the ceiling with LED light source. (4 metres
maximum distance to ceiling). Power supply source integrated into luminaire
housing. Reflector not included; supplied separately.

Are you a professional and your project needs
consulting and support?

BOOK AN APPOINTMENT

Main specifications

Mounting Suspension

Environments Indoor dry location

Light Source Type LED

Light sources included Yes

LED type LED array

Number of lamps 1

Power (W) 49.5

Source flux (lm) 6534

System flux (lm) 2733

Physical

Color Black

Orientation Fixed

Cord length (in) 157.48

Net weight (lb) 8.4

Gross weight (lb) 23.6

Package volume (in) 2014

IP internal 20

Download
Family spec sheet ZIP

Mounting instructions ZIP

Photometric Files
LDT / IES ZIP

Technical Drawings
2D ZIP

3D ZIP

https://professional.flos.com/en-US/us/product/light-bell-light-source-0-10v-dimmable-07.9642.14a9v/
https://professional.flos.com/en/global/
mailto:info@flos.com
https://professional.flos.com/en-US/us/book-an-appointment/
https://assets.ctfassets.net/jga3k084hr2w/7j8mDCWC1bWAqrGeNB7JnH/18fabc57cf63908bfd39d6f2e9a61945/specsheets-Light-Bell_09-02-2026.zip
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/ABBDE0A52B8BC67134A7703650622D52/50_0249-50_0360.zip
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/981867DAC770E011F0E62630EF15A959/EU_07_9642_14AXXW49.5-07.9630.zip
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/DDEC7A0CA838737E3032940C64EB284B/Flos-Pim-2D-Luminaire-Suspension-Light_Bell.zip
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/1A03896665C294C46E3F43FE4FB5B624/Flos-Pim-3D-Luminaire-Suspension-Light_Bell.zip


https://professional.flos.com/en-US/us/product/light-bell-light-source-0-10v-dimmable-07.9642.14a9v/ 07.9642.14A9V

©2026 Flos - P.IVA 00290820174 - 9/19/2026 professional.flos.com | info@flos.com 2/3

In  our  constant l y  evo lv ing  wor ld  and bus iness ,  techn ica l  upgrades  happen every  day .  Th is  means  a l l  product  spec i f i ca t ions  and data  are  sub ject  to  change w i thout  warn ing  in  order  t  improve
re l iab i l i t y ,  funct ion ,  per formance or  otherwise .  We make every  e f for t  to  ensure  the  accuracy  o f  our  product  images ,  however  due to  d i f ferent  l i ght ing  and screens  used for  v iewing ,  the  co lours
may  vary .  Images  are  ind icat i ve  o f  the  qua l i t y  and s ty le  o f  the  product  but  may  not  represent  the  prec ise  deta i l s  o f  the  product  you rece ive .  Th is  i s  because  we are  constant l y  work ing  to  make
improvements .  For  aesthet ic  reasons ,  cab les  and/or  e lec t r i ca l  e lements  are  o f ten  not  shown.  Refer  to  techn ica l  data  sheets  for  a l l  techn ica l  data .  Images  and co lours  are  not  par t  o f  any  contract
or  warranty  in  any  way .

Notes

Pin-block type dissipater. Please ask us for a higher IP. Includes
a 4-meter suspension cable.
Integral LED is not field replaceable.
Wiring suitable for plenum spaces.
Canopy to cover j-box is provided separately.
3500K available, but not cataloged. Consult factory for
additional color temperatures.
Light Bell Reflector + Light Bell Source must be ordered
separately.

Schematic light drawing

Photometric

Lighting type Direct

Light distribution Roto symmetric

CCT (K) 3000

CRI> 90

LED Life / Failure Ratio L90B10 > 50.000h

Beam angle C0-180 (º) 77

Extreme cut off No

Electrical

Insulation class II

Frequency (Hz) 50/60

Main voltage (Vac) 120-277

LED current (mA) 1400

Driver Integrated

Dimmable Yes

Dimming type Dimmable 0-10V

Dimming interface Remote Dimmable
(Dimmer Not
Included)

https://professional.flos.com/en-US/us/product/light-bell-light-source-0-10v-dimmable-07.9642.14a9v/
https://professional.flos.com/en/global/
mailto:info@flos.com


https://professional.flos.com/en-US/us/product/light-bell-light-source-0-10v-dimmable-07.9642.14a9v/ 07.9642.14A9V

©2026 Flos - P.IVA 00290820174 - 9/19/2026 professional.flos.com | info@flos.com 3/3

In  our  constant l y  evo lv ing  wor ld  and bus iness ,  techn ica l  upgrades  happen every  day .  Th is  means  a l l  product  spec i f i ca t ions  and data  are  sub ject  to  change w i thout  warn ing  in  order  t  improve
re l iab i l i t y ,  funct ion ,  per formance or  otherwise .  We make every  e f for t  to  ensure  the  accuracy  o f  our  product  images ,  however  due to  d i f ferent  l i ght ing  and screens  used for  v iewing ,  the  co lours
may  vary .  Images  are  ind icat i ve  o f  the  qua l i t y  and s ty le  o f  the  product  but  may  not  represent  the  prec ise  deta i l s  o f  the  product  you rece ive .  Th is  i s  because  we are  constant l y  work ing  to  make
improvements .  For  aesthet ic  reasons ,  cab les  and/or  e lec t r i ca l  e lements  are  o f ten  not  shown.  Refer  to  techn ica l  data  sheets  for  a l l  techn ica l  data .  Images  and co lours  are  not  par t  o f  any  contract
or  warranty  in  any  way .

Accessories & Power Supply

REQUIRED
Accessory

07.9630.70

Light Bell Reflector

REQUIRED
Accessory

07.9630.76

Light Bell Reflector

REQUIRED
Accessory

07.9630.AN

Light Bell Reflector

REQUIRED
Accessory

07.9630.AP

Light Bell Reflector

REQUIRED
Accessory

07.9630.CE

Light Bell Reflector

REQUIRED
Accessory

08.8775.40

Rosette. IP20

REQUIRED
Accessory

F0556020

Light Bell Canopy Power supply
for standard and dimmable
versions

REQUIRED
Accessory

F0557020

Rosette for indoors. IP20.
Dimmable Push/Dali
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