FLOS

SA.2423.5A146

Linear Wall Rupture 3 m
Designed by Thierry Dreyfus, 2018

LED - Top LED - 53W - 2700K
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Soft technology wall-mounted, recessed luminaire. LED modules to emit lights with
different colour temperature depending on décor. 120/277V power supply not

included. :
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Main specifications Physical 155" 3,5"8,4"

Wall recessed Gold

Indoor dry location No Download

LED Fixed Family spec sheet
Yes 118.12 Mounting instructions
Top LED 169.8
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract

or warranty in any way
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Photometric Electrical

Indirect Driver Remote excluded
Asymmetric Dimmable Yes
CCT (K) 2700

L80B10 > 50.000h

LED Life / Failure

Notes

For personal configuration ask sales team.
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Accessories & Power Supply
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REQUIRED REQUIRED

Power supply Power supply

LED power supply source for LED power supply source for
remote installation, 0-10V remote installation, 0-10V
Dimmable 24V/96W, 120-277V Dimmable 24V/96W, 120-277V
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