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SA.2453.5A152 Gold

Wall Rupture with Endcaps 2,3 m
Designed by Thierry Dreyfus, 2018

LED - Top LED - 40W - 2700K

Soft technology wall-mounted, recessed luminaire. LED modules to emit lights with
different colour temperature depending on décor. 120/277V power supply not
included.

Are you a professional and your project needs
consulting and support?

BOOK AN APPOINTMENT

Main specifications

Mounting Wall recessed

Environments Indoor dry location

Light Source Type LED

Light sources included Yes

LED type Top LED

Lamp category LED

Power (W) 40

Source flux (lm) 2622

Physical

Color Gold

Trim No

Orientation Fixed

Length (in) 90.56

Net weight (lb) 154.4

IP internal 20

Download
Family spec sheet ZIP

Mounting instructions PDF

https://professional.flos.com/en-US/us/product/wall-rupture-with-endcaps-2-3-m-sa.2453.5a152/
https://professional.flos.com/en/global/
mailto:info@flos.com
https://professional.flos.com/en-US/us/book-an-appointment/
https://assets.ctfassets.net/jga3k084hr2w/72qfp2fWQo7bMHHMpB7N0Y/6bda769d12048ceaf70dec8465c4fc96/specsheets-Soft-Wall-Rupture.zip
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/4E128842981782F7A045489952618532/50_0312_C_TR_WEB.PDF


https://professional.flos.com/en-US/us/product/wall-rupture-with-endcaps-2-3-m-sa.2453.5a152/ SA.2453.5A152

©2026 Flos - P.IVA 00290820174 - 9/19/2026 professional.flos.com | info@flos.com 2/3

In  our  constant l y  evo lv ing  wor ld  and bus iness ,  techn ica l  upgrades  happen every  day .  Th is  means  a l l  product  spec i f i ca t ions  and data  are  sub ject  to  change w i thout  warn ing  in  order  t  improve
re l iab i l i t y ,  funct ion ,  per formance or  otherwise .  We make every  e f for t  to  ensure  the  accuracy  o f  our  product  images ,  however  due to  d i f ferent  l i ght ing  and screens  used for  v iewing ,  the  co lours
may  vary .  Images  are  ind icat i ve  o f  the  qua l i t y  and s ty le  o f  the  product  but  may  not  represent  the  prec ise  deta i l s  o f  the  product  you rece ive .  Th is  i s  because  we are  constant l y  work ing  to  make
improvements .  For  aesthet ic  reasons ,  cab les  and/or  e lec t r i ca l  e lements  are  o f ten  not  shown.  Refer  to  techn ica l  data  sheets  for  a l l  techn ica l  data .  Images  and co lours  are  not  par t  o f  any  contract
or  warranty  in  any  way .

Notes

For personal configuration ask sales team.

Photometric

Lighting type Indirect

Light distribution Asymmetric

CCT (K) 2700

LED Life / Failure Ratio L80B10 > 50.000h

Electrical

Driver Remote excluded

Dimmable Yes
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Accessories & Power Supply

REQUIRED
Power supply

LEDSB96W24V-10V-D01

LED power supply source for
remote installation, 0-10V
Dimmable 24V/96W, 120-277V

REQUIRED
Power supply

LED96W24V-DMX-W01

LED power supply source for
remote installation, 0-10V
Dimmable 24V/96W, 120-277V
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