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Workmates Suspension Up&Down Tunable White

Smart High Efficiency Casambi

Designed by FLOS Architectural, 2023

47.5W - 6536lm - 4000K - CRI> 90 - Beam® 66

Suspension luminaire. Up&Down emission. High-efficiency light source. Driver not
included (accessory kit for remote or surface driver). For Non Dimming models, you

can configure the Up&Down luminous flux in 70/30 and 40/60 ratios (select the

accessory kit for the driver concerned). Adjustable suspension height. Mechanical

union module available for modular lines for various units. UGR<19. EN12464 -

cd/m2 @ 65°<3000 compliant. Casambi, maximum distance between fixtures: 50m.

Are you a professional and your project needs

consulting and support?

Main specifications

Physical

BOOK AN APPOINTMENT

Suspension Anodized Silver
Indoor dry location Fixed

LED Transparent
Yes 4.64

Top LED 5.78
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract

or warranty in any way
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https://flospro.s3.eu-central-1.amazonaws.com/product-assets/59A3C45B2D3198006CA4BBBD4656B8DB/50_1547_estandar_work%20space_suspension_install_TR_web.pdf
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/9CFB06E75C11AB3ADD198E296A3B6652/EU_05_5902_AP_BSW48.0.ZIP
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/CA4FAA5EB925FD00F5D9AADA295706AE/Flos-Pim-2D_US-Luminaire-Suspension-Workmates-Up&Down-1_Coaxial_Casambi.zip
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/138AFBE0E75F21B189617D0E1FE63B1D/Flos-Pim-3D_US-Luminaire-Suspension-Workmates-Up&Down-1_Coaxial_Casambi.zip

Schematic light drawing

Luminous flux luminaire
6536 Im

Photometric

Notes

Class 2 Listed
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Beam Angle: - 65°
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209 523
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Electrical
Total
Symmetric
4000
90

3

89
98
L80B10 > 50.000h
66

65

Yes

<16
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Ecodesign and Energy
Labelling

Rep\aceable (LED only)
(@2 @ poessional

& Replaceable control
N

@ gear by a professional

Remote excluded
Yes

Dimmable Casambi
Remote Dimmable
(Dimmer Not

Included)

No
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Accessories & Power Supply

REQUIRED
Accessory

ACCESSORYTYPE2

SURF.KIT WH WORKM STEEL
WIRE 1C NOPSU UL
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