FLOS
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Workmates Track Small High Efficiency Casambi

Designed by FLOS Architectural, 2023

15W - 1855Im - 3500K - CRI> 90 - Beam® 66

Luminaire for use on a three-phase track, with adapters for No Dim, Dali and
Casambi (wireless) control. High-efficiency light source. Also available in a The
Running Magnet version. This can rotate by 360° on the axis of its rear arm to reach
any position relative to the track (from parallel to erpendicular). UGR<19. EN12464 -
cd/m2 @ 65°<3000 compliant. Casambi, maximum distance between fixtures: 50m.

Are you a professional and your project needs
consulting and support?
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract
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Schematic light drawing

Luminous flux luminaire
1855 Im

Photometric
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Beam Angle:  66°
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Ecodesign and Energy

Labelling

This product contains a light
source of energy efficiency
class G

Replaceable (LED only)
.| light source by a
2: = professional

& Replaceable control
'\y gear by a professional

50/60

220-240

350

Integrated

Yes

Dimmable Casambi
Remote Dimmable

(Dimmer Not
Included)
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